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(e) If the District Supervisor deter-
mines that circumstances warrant, the
lessee shall submit any other reports
and records of operations in the man-
ner and form prescribed by the District
Supervisor.

[56 FR 32100, July 15, 1991, as amended at 58
FR 49928, Sept. 24, 1993. Redesignated and
amended at 63 FR 29479, 29487, May 29, 1998; 64
FR 72794, Dec. 28, 1999]

§ 250.1620 Well-completion and well-
workover requirements.

(a) Lessees shall conduct well-com-
pletion and well-workover operations
in sulphur wells, bleedwells, and brine
wells in accordance with §§ 250.1620
through 250.1626 of this part and other
provisions of this part as appropriate
(see §§ 250.501 and 250.601 of this part for
the definition of well-completion and
well-workover operations).

(b) Well-completion and well-
workover operations shall be conducted
in a manner to protect against harm or
damage to life (including fish and other
aquatic life), property, natural re-
sources of the OCS including any min-
eral deposits (in areas leased and not
leased), the national security or de-
fense, or the marine, coastal, or human
environment.

[56 FR 32100, July 15, 1991. Redesignated and
amended at 63 FR 29479, 29487, May 29, 1998]

§ 250.1621 Crew instructions.
Prior to engaging in well-completion

or well-workover operations, crew
members shall be instructed in the
safety requirements of the operations
to be performed, possible hazards to be
encountered, and general safety consid-
erations to protect personnel, equip-
ment, and the environment. Date and
time of safety meetings shall be re-
corded and available for MMS review.

§ 250.1622 Approvals and reporting of
well-completion and well-workover
operations.

(a) No well-completion or well-
workover operation shall begin until
the lessee receives written approval
from the District Supervisor. Approval
for such operations shall be requested
on Form MMS–124. Approvals by the
District Supervisor shall be based upon
a determination that the operations
will be conducted in a manner to pro-

tect against harm or damage to life,
property, natural resources of the OCS,
including any mineral deposits, the na-
tional security or defense, or the ma-
rine, coastal, or human environment.

(b) The following information shall
be submitted with Form MMS–124 (or
with Form MMS–123):

(1) A brief description of the well-
completion or well-workover proce-
dures to be followed;

(2) When changes in existing sub-
surface equipment are proposed, a sche-
matic drawing showing the well equip-
ment; and

(3) Where the well is in zones known
to contain H2S or zones where the pres-
ence of H2S is unknown, a description
of the safety precautions to be imple-
mented.

(c)(1) Within 30 days after comple-
tion, Form MMS–125, including a sche-
matic of the tubing and the results of
any well tests, shall be submitted to
the District Supervisor.

(2) Within 30 days after completing
the well-workover operation, except
routine operations, Form MMS–124
shall be submitted to the District Su-
pervisor and shall include the results of
any well tests and a new schematic of
the well if any subsurface equipment
has been changed.

[56 FR 32100, July 15, 1991, as amended at 58
FR 49928, Sept. 24, 1993. Redesignated at 63
FR 29479, May 29, 1998]

§ 250.1623 Well-control fluids, equip-
ment, and operations.

(a) Well-control fluids, equipment,
and operations shall be designed, uti-
lized, maintained, and/or tested as nec-
essary to control the well in foresee-
able conditions and circumstances, in-
cluding subfreezing conditions. The
well shall be ccntinuously monitored
during well-completion and well-
workover operations and shall not be
left unattended at any time unless the
well is shut in and secured;

(b) The following well-control fluid
equipment shall be installed, main-
tained, and utilized:

(1) A fill-up line above the uppermost
BOP,

(2) A well-control fluid-volume meas-
uring device for determining fluid vol-
umes when filling the hole on trips,
and
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